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CTTIP.EU CLEVERTOUCH Tip & Touch stand with CE incl. EU powercable

Ultimate flexibility combined with safety
Move your screen to another room. Use it vertically in presentation position or turn your screen into a touch 
table. Education, presentation, collaboration: everything is possible. With the CTTIP.EU, Clevertouch offers the 
greatest flexibility in safe usage of your touchscreen. 
Place your mini PC or NUC in the space below the movable VESA mounting, neatly out of sight. 
The CTTIP.EU has anti-collision on the up and down movement. When the screen touches something during a 
movement, the movement stops and the lift goes back a bit in the opposite direction. 
 
CTTIP.EU also for the business professional 
The ultra safe Clevertouch high-low systems are developed for the education market. Due to the great ease of 
use and the excellent price-quality ratio, these systems also find their way to the corporate market.

BENEFITS
• Easily switch your screens position from upright to table position
• Just the thing for designers
• Perfectly usable for interactive presentations & games
• Great for classroom, group activities with everyone standing round the interactive panel



Clevertouch, c/o Sahara Presentation Systems PLC
Europa House, Littlebrook DC1, Shield Road, Kent, DA1 5UR, United Kingdom
+44 208 3197700 | www.saharaplc.com #clevertouch
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DIMENSION REQUIREMENTS ACC. TO VPS90.001

WELD SYMBOLS ACCORDING TO ISO STANDARD
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Checklist
Use clear model views (views, cross sections, details).
Check the scale (use sheet properties)
Use American projection.

Drawing/part name conform VPS90.000 and fitting in the 
textbox.

Material type chosen in part and visible on drawing
Optional material properties added in a note

Use functional dimensioning. Dimensions are measurable
Dimensions marked for inspection or KEY when applicable 
Geometric tolerances used

Proper tolerance table used
Critical dimensions get individual tolerance if needed.

Design table on drawing and filled in according to 
VPS20.003
Areas with specific surface treatment or quality marked in 
drawing
For anodised parts: Visual surface according to VPS20.001 - 
NEN-EN 12373 or DIN 17611, Wichever applicable.

Revision block updated and triangle placed on drawing
ECR number and revision description filled in

Check volume/weight in plastics block.

Place item list (basic BOM with items, quantity, description 
and number) on drawing of an assembly.
Place item numbers in assembly drawing.

PLACE LABELS ACCORDING TO VPS 10.006 - 

M = minimal free space of 35 mm
REV. CHANGE DATE USER ECR no. DESCRIPTION
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Warning: Please study all instructions and illustrations carefully before installation. 
Information in this document is subject to change without further notice.

Note: This document and specifications herein are confidential and the exclusive property of SmartMetals Mounting Solutions B.V. Neither this design nor any 
information contained in this drawing may be reproduced or disclosed to others without written consent of SmartMetals Mounting Solutions B.V. The design and 
information will not be Reproduced, copied or used, either in part or in its entirety, as the basis for the manufacture or sale of items without written permission.

CTTIP.EU | CLEVERTOUCH Tip & Touch stand with CE incl. EU power cable

Drawing Id: T457393

In the assembly, add the article number
 with a separator before the description. 
(see example below)
 
XXX.XXXX | Description

FEATURES

Minimum length: 691 mm Mobile/fixed: Mobile
Maximum length: 1351 mm Height adjustment: Electr. 660mm, speed up to 38 mm/s
Weight: 54 kg Bracket/interface: Included
Colour: Black Type bracket/interface: VESA
Maximum load: 100 kg Range bracket/interface: Max. VESA 600x400
Screen position: Landscape Other information: Electrical tilt function.

Standard with anti-collision.
Check if your flat screen is suitable for 
horizontal use.

Inch range: All sizes, as long as 
distance between 
bottom monitor 
and wheel frame is 
bigger than 35 mm


